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Planning Commission
Staff Report

TO: PLANNING COMMISSION / DESIGN REVIEW BOARD

FROM: KEITH NEWMAN, PLANNER II
(480) 503-6812, KEITH.NEWMAN@GILBERTAZ.GOV

THROUGH: AMY TEMES, INTERIM PRINCIPAL PLANNER
(480) 503-6729, AMY.TEMES@GILBERTAZ.GOV

MEETING DATE: MARCH 6, 2019

SUBJECT: DR18-165 RECKER ROAD SELF STORAGE ADDITION

STRATEGIC INITIATIVE:  Economic Development

Attract, retain and grow businesses that serve the local and regional customer base as a means to 
increase Gilbert’s sales tax revenue.

RECOMMENDED MOTION

Approve the Findings of Fact and approve DR18-165, Recker Road Self Storage Addition: Site 
plan, grading and drainage, elevations, floor plans, lighting, colors and materials for 
approximately 4.39 acres, generally located south of the southeast corner of Baseline Road and 
Recker Road and zoned Shopping Center (SC).

APPLICANT/OWNER

Company: Andrews Design Group, Inc.
Name: Don Andrews/Rosa Pritchett Name: Jim & Luisana Idsardi
Address: 1095 W. Rio Salado Pkwy., #103 Address: 1501 N. Recker Rd.

Tempe, AZ  85281 Gilbert, AZ 85234
Phone: 480-894-3478 Phone: 602-670-4655
Email: rosa@adgarch.net Email: jimidsardi@cox,.net
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BACKGROUND/DISCUSSION

History

Date Description
April 25, 2006 Ordinance No. 1735 approved Annexation Case A05-23 for 101.24 

acres located at the southeast corner of Recker Road and Baseline 
Road.

June 20, 2006 Ordinance No. 1781 approved Zoning Case Z06-14, changing the 
zoning district of the subject property from Maricopa County Rural-
43, Intermediate Commercial (C-2) and General Commercial (C-3) 
District to Town of Gilbert Single Family-43 (SF-43) and Shopping 
Center (SC) District.

Overview

The site is generally located south of the southwest corner of Baseline Road and Recker Road 
and zoned Shopping Center (SC), within the existing Recker Road Storage facility property. The 
property owner is proposing to construct a new 20,000 sq. ft. building consisting of 17,900 sq. ft. 
of self-storage space and 2,100 sq. ft. of auto repair (vehicle services, light) space containing six 
auto repair bays.  The proposed new building will be constructed in place of the existing outdoor 
RV storage area within the south half of the property.  The existing storage facility and auto 
repair business was originally built in Maricopa County prior to annexation into the Town of 
Gilbert.  

Surrounding Land Use & Zoning Designations:

Existing Land Use 
Classification

Existing Zoning Existing Use

North Shopping Center (SC) Shopping Center (SC) Vacant land
South Residential > 1 - 2 

DU/Acre
Single Family-43 (SF-43) Abandoned home

East Residential > 1 - 2 
DU/Acre and General 
Commercial (GC)

Single Family-43 (SF-43) 
and General Commercial 
(GC)

Single Family Homes and 
Gilbert Professional Park

West General Commercial (GC) General Commercial (GC) Baseline Road then Vacant 
land

Site Shopping Center (SC) Shopping Center (SC) Recker Road Self Storage 
and ATAC Auto Repair

Project Data Table:

Site Development 
Regulations

Required per LDC Proposed *

Maximum Size of Use or User 
(sq. ft.)

75,000 sq. ft. of storage 
space

Existing storage: 57,100 sq. ft.
Proposed storage: 17,900 sq. ft. 
Total Storage: 75,000 sq. ft.
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Existing Auto Repair: 7,800 sq. ft.
Proposed Auto Repair: 2,100 sq. ft.
Existing Office: 2,347 sq. ft.

Maximum Building Height 
(ft.)/ (Stories)

35/2 21’

Minimum Building Setbacks 
(ft.)

Front 25’ 0’ internal
Side to Street 20’ 0’ internal
Side to residential 75’ 0’ internal
Side to non-residential 15’ 0’ internal
Rear to residential 75’ 0’ internal

   Rear to non-residential 15’ 0’ internal
Minimum Required Perimeter 
Landscape Area (ft.)

Front 25’ 0’ internal
Side to Street 20’ 0’ internal
Side to residential 30’ 0’ internal
Side to non-residential 15’ 0’ internal
Rear to residential 35’ 0’ internal
Rear to non-residential 15’ 0’ internal

Landscape (% of net lot area) 15% 12.8% as approved per Maricopa 
County

Parking Spaces 46 46

* All existing setbacks and site improvements were approved and constructed in Maricopa County 
prior to annexation into the Town.    Also note that there are existing buildings right on the 
property line along the northern and southern boundaries of this site.  

DISCUSSION: 
 
Site Plan:

The property owner proposes to construct a new 20,000 sq. ft. metal building within the existing 
Recker Road Self Storage facility consisting of 17,900 sq. ft. of self-storage space and 2,100 sq. 
ft. of auto repair (vehicle services, light) containing six auto repair bays.  The proposed new 
building will be constructed in place of 41 existing outdoor RV storage spaces within the south 
half of the property.  The site which was originally developed in Maricopa County has four 
existing buildings totaling 68,037 sq. ft. containing office, self-storage and auto repair uses.  

The new building is entirely internal to the site and will be located to the east of the existing 
buildings along Recker Road in the south half of the site. Access to the site is via two existing 
gates and two existing drive entrances off of Recker Road.  All users will access the roll-up door 
buildings via existing asphalt drive aisles. The new building is surrounded on all sides by 
existing buildings and has been reviewed by the Fire Department and is in compliance with all 
Fire Code separation requirements from adjacent buildings.  A total of 46 parking spaces are 
proposed for the entire development where 46 spaces are required. 
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All existing site fencing will remain with no additional fencing being constructed as the building 
is surrounded by existing buildings.

Landscape

The perimeter and parking lot landscape was approved under Maricopa County.  No new 
landscape is recommended or required.  

Grading and Drainage: 

The proposed grading and drainage plan generally meets the requirements of the Town of 
Gilbert’s Engineering Division. On-site retention is provided in above ground retention basins 
within the landscape areas along Recker Road and along the east property boundary.  

Elevations, Floor Plan, Colors and Materials:

The proposed building is 21’ feet tall at its highest point and will be constructed of metal siding 
matching the materials, design and colors (Saddle Tan and Bronze) of the existing storage 
buildings. The 2,100 sq. ft. auto repair portion of the building is the tallest part of the building 
and located at the west end. The auto repair expansion will contain three large roll up doors with 
six additional auto repair bays.  The remaining 17,900 sq. ft. of the building will consist of 104 
individual storage units ranging in size from 75 sq. ft. up to 360 sq. ft.

All mechanical equipment and appurtenances will be located on the roof of the building and 
screened by 22’ wide parapet wall sections on the south side, which is the most visible by the 
adjacent property and from Recker Rd.  Additional screening of the units from the north and east, 
which is not as visible by the public, will be provided by metal walls surrounding the units that 
match the materials and color of the building, and will match the method of screening provided 
for the roof top units on the existing storage building immediately to the north. The taller portion 
of the building will completely screen the units from the west.     

Lighting: 

Wall mounted light fixtures are attached to all four sides of the building and mounted no taller 
than 12’-6” from the ground.  No new freestanding light poles are proposed.  

Signage:

No additional signage is proposed with this project.  Any new signage will require 
Administrative Design Review approval prior to permitting.

PUBLIC NOTIFICATION AND INPUT

An official notice was posted in all the required public places within the Town and neighborhood 
notice was provided per the requirements of the Land Development Code (LDC) Article 5.205. 

Staff has received no comment from the public.
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STAFF RECOMMENDATION

Approve the Findings of Fact and approve DR18-165, Recker Road Self Storage Addition: Site 
plan, grading and drainage, elevations, floor plans, lighting, colors and materials for 
approximately 4.39 acres, generally located south of the southeast corner of Baseline Road and 
Recker Road and zoned Shopping Center (SC); subject to conditions:

1. Construction of the project shall conform to the exhibits approved by the Planning 
Commission/ Design Review Board at the March 6, 2019 public hearing. 

2. The construction site plan documents shall incorporate the Standard Commercial and 
Industrial Site Plan Notes adopted by the Design Review Board on March 11, 2004.

3. All outstanding Grading and Drainage Plan comments shall be addressed upon the review 
of the Construction Documents.

Respectfully submitted,

Keith Newman,
Planner II
Attachments and Enclosures: 

1) Findings of Fact
2) NOPH
3) Site Plan
4) Grading and Drainage Plan
5) Building Elevations
6) Floor Plan
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FINDINGS OF FACT
DR18-165, Recker Road Self Storage Addition

1. The project as conditioned is consistent with the applicable Design Guidelines;

2. The project conforms to the General Plan, and specifically to the Land Use, Community 
Design, and Environmental Planning Elements;

3. The project is consistent with all applicable provisions of the Zoning Code;

4. The project is compatible with adjacent and nearby development; and

5. The project design provides for safe and efficient provisions of public services.

DR18-165 Recker Road Self Storage Addition
Attachment 1:  Findings of Fact
March 6, 2019
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REQUESTED ACTION:

APPLICANT: Andrews Design Group
CONTACT: Rosa Pritchett
ADDRESS: 1095 W. Rio Salado Pkwy., Suite 103
Tempe, AZ 85281

SITE LOCATION:

±0 290 580145 Feet

*Call Planning Division to verify date and time: (480) 503-6812

Notice of Public Hearing

TELEPHONE: (480) 894-3478
E-MAIL: rosa@adgarch.net

DR18-165 RECKER ROAD STORAGE ADDITION: Site plan, grading 
and drainage, elevations, floor plans, lighting, colors and materials for 
approximately 4.39 acres, generally located south of the southeast corner of 
Baseline Road and Recker Road and zoned Shopping Center (SC).

GILBERT
COUNTY_IN

PLANNING COMMISSION DATE:
TOWN COUNCIL DATE:

LOCATION: Gilbert Municipal Center
Council Chambers
50 E. Civic Center Dr.
Gilbert, AZ 85296

Wednesday, March 6, 2019* TIME: 6:00 PM

Site

* The application is available to the public for review at the Town of Gilbert Planning Division Monday - Thursday 7AM - 6PM.  Staff reports are available prior
to the meeting at www.gilbertaz.gov/departments/development-services/planning/planning-commission www.gilbertdocs.com/gilbertagendaonlineand .

DR18-165 Recker Road Self Storage Addition
Attachment 2:  Notice of Public Hearing
March 6, 2019



DR18-165 Recker Road Self Storage Addition
Attachment 3: Site Plan
March 6, 2019
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DR18-165 Recker Road Self Storage Addition
Attachment 4: Grading and Drainage Plan
March 6, 2019
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STANDARD FIRE DEPARTMENT NOTES

1. CONSTRUCTION WITHIN THE TOWN OF GILBERT SHALL COMPLY WITH THE 2006 INTERNATIONAL
FIRE CODE, AS AMENDED BY THE TOWN CONSTRUCTION ORDINANCE, SECTION 10-37-1.

2. THE APPLICANT IS RESPONSIBLE TO IDENTIFY AND COORDINATE DEFERRED SUBMITTALS.

3. FIRE SPRINKLERS SHALL BE INSTALLED IN ACCORDANCE WITH NFPA STANDARDS AND TOWN OF
GILBERT SPRINKLER ORDINANCE.

4. THE FIRE SPRINKLER RISER SHALL BE LOCATED INSIDE THE BUILDING WITH DIRECT EXTERIOR
ACCESS. ALL OCCUPANCIES ARE REQUIRED TO PROVIDE EXTERIOR ACCESS TO A FIRE RISER ROOM
DESIGNED FOR THE FIRE SYSTEMS ONLY.

5. FIRE DEPARTMENT INLET CONNECTIONS (FDC) SHALL BE LOCATED ON THE WALL OF THE
ADDRESS
SIDE OR NATURAL APPROACH OF THE BUILDING IT SERVES AND SHALL IDENTIFY THE BUILDING(S)
SERVED WITH PERMANENT SIGNAGE.

6. ALL VALVES CONTROLLING THE WATER SUPPLY FOR AUTOMATIC SPRINKLER SYSTEMS AND
WATER-FLOW SWITCHES ON ALL SPRINKLER SYSTEMS SHALL BE ELECTRICALLY MONITORED
WHERE THE NUMBER OF SPRINKLER HEADS EXCEEDS 19. IBC SECTION 903.4.

7. IN ADDITION TO THE EXTERIOR BELL OR HORN, AN APPROVED AUDIBLE/VISUAL FIRE SPRINKLER
FLOW ALARM SHALL BE PROVIDED IN THE INTERIOR OF ALL BUILDINGS IN A NORMALLY OCCUPIED
LOCATION. THE A/V DEVICE SHALL BE A MINIMUM OF 75 CD LUMENS AND 15 DB ABOVE THE
AMBIENT SOUND LEVEL. IFC SECTION 907.10 AND ADAAG SECTION 4.28.

8. A FIRE HYDRANT SHALL BE LOCATED WITHIN 150' OF THE FIRE DEPARTMENT CONNECTION (FDC).
THE ROUTE IS TO BE MEASURED AS THE FIRE HOSE WOULD BE LAID OUT AND IS NOT MEASURED
IN A CIRCLE AROUND THE FIRE HYDRANT, AND DOES NOT GO THROUGH WATER RETENTION BASINS,
OVER WALLS OR SIMILAR OBSTRUCTIONS.

9. THE MINIMUM NUMBER OF FIRE HYDRANTS SHALL NOT BE LESS THAN REQUIRED PER 2006 IFC
APPENDIX B & C. THE MINIMUM REQUIRED FIRE FLOW IS 1500 (GPM) AT 20 (PSI) RESIDUAL PRESSURE.

10. PLANS AND SPECIFICATIONS FOR FIRE SPRINKLER SYSTEMS EXCEEDING 19 HEADS SUBMITTED
FOR
REVIEW SHALL BE SEALED BY A QUALIFIED ARIZONA REGISTRANT IN FIRE SPRINKLER DESIGN. THE
INSTALLING CONTRACTOR'S NAME, ADDRESS AND PHONE NUMBER ARE TO BE INCLUDED ON THE
DRAWINGS AND CALCULATIONS SUBMITTED FOR REVIEW AND APPROVAL. AS-BUILT DRAWINGS
WILL BE REQUIRED WHERE FIELD CHANGES ARE MADE TO THE DESIGNED DRAWINGS.

11. FIRE SPRINKLERS SHALL BE INSTALLED IN ALL CONCEALED SPACES ENCLOSED WHOLLY OR
PARTLY BY EXPOSED COMBUSTIBLE CONSTRUCTION.

12. APPROVED FIRE APPARATUS ACCESS ROADS SHALL BE PROVIDED FOR EVERY FACILITY,
BUILDING, OR PORTION OF A BUILDING HEREAFTER CONSTRUCTED OR MOVED INTO OR WITHIN THE
JURISDICTION. THE FIRE APPARATUS ACCESS ROAD SHALL COMPLY WITH THE REQUIREMENTS OF
THIS SECTION AND SHALL EXTEND TO WITHIN 150 FEET OF ALL PORTIONS OF THE FACILITY AND
ALL PORTIONS OF THE EXTERIOR WALLS OF THE FIRST STORY OF THE BUILDING AS MEASURED BY
AN APPROVED ROUTE AROUND THE EXTERIOR OF THE BUILDING OR FACILITY. THE ROUTE IS TO BE
MEASURED AROUND THE BUILDING AS THE FIRE HOSE WOULD BE LAID OUT AND IS NOT MEASURED
THROUGH INTERIOR OR COVERED WALKWAYS OR WATER RETENTION BASINS. THE ROUTE OF THE
FIRE APPARATUS ACCESS ROAD SHALL BE APPROVED BY THE FIRE DEPARTMENT. APPARATUS
ACCESS ROADS SHALL HAVE A MINIMUM UNOBSTRUCTED WIDTH OF 20 FEET. (FOC).  A MINIMUM
VERTICAL CLEARANCE OF 15 FEET SHALL BE PROVIDED FOR THE APPARATUS ACCESS ROADS.
CONFIRM FIRE APPARATUS TURNING RADIUS 35 FEET INSIDE AND 55 FEET OUTSIDE (FOC).

13. FIRE LANES SHALL BE MARKED BY SIGNS PER TOG DETAIL #63, AND/OR CURB PAINTED RED AND
LABELED "FIRE LANE NO PARKING", PLACED NOT GREATER THAN 75' APART AT THE BEGINNING
AND END OF THE DESIGNATED FIRE LANE.

14. DEAD-END FIRE APPARATUS ACCESS ROADS IN EXCESS OF 150 FEET IN LENGTH SHALL BE
PROVIDED
WITH AN APPROVED MEANS FOR TURNING THE APPARATUS AROUND.

15. FIRE APPARATUS ACCESS ROADS SHALL HAVE A MAXIMUM GRADE OF:
0-6% GRADE ABC 6" 95% COMPACTION
6-12% GRADE CONCRETE OR ASPHALT, 4" MINIMUM
THE MAXIMUM ANGLE OF APPROACH SHALL NOT EXCEED 8 DEGREES.

16. AN APPROVED KEY BOX IS REQUIRED ON ALL COMMERCIAL STRUCTURES THAT CONTAIN OFF
SITE
MONITORED FIRE SPRINKLERS, A FIRE ALARM SYSTEM OR WHEN ACCESS IS DIFFICULT AND WHERE
IMMEDIATE ACCESS IS REQUIRED FOR LIFE SAVING OR FIREFIGHTING.

17. PLANS AND SPECIFICATIONS FOR FIRE ALARM SYSTEMS, AUTOMATIC FIRE EXTINGUISHING
SYSTEMS,
STANDPIPES AND THEIR APPURTENANCES SHALL BE SUBMITTED TO THE BUILDING DEPARTMENT
FOR
REVIEW AND APPROVAL PRIOR TO INSTALLATION.

18. A 3-FOOT CLEAR SPACE SHALL BE MAINTAINED AROUND THE CIRCUMFERENCE OF ALL FIRE
HYDRANTS.

GENERAL FIRE ALARM SYSTEM CODE NOTES

1. PLANS AND SPECIFICATIONS FOR FIRE ALARM SYSTEMS SUBMITTED FOR REVIEW SHALL BE
SEALED BY A QUALIFIED ARIZONA REGISTRANT IN FIRE ALARM SYSTEM DESIGN.

2. ALARM INITIATING DEVICES, ALARM SIGNALING DEVICES, AND OTHER FIRE ALARM SYSTEM
COMPONENTS SHALL BE DESIGNED AND INSTALLED IN ACCORDANCE WITH IFC SECTION 907.

3. WHEN DUCT DETECTORS, REQUIRED BY IMC 606 OR IFC AND IBC SECTION 909, ARE CONCEALED
FROM VIEW OR INSTALLED MORE THAN 10 FEET ABOVE FINISHED FLOOR OR IN ARRANGEMENTS
WHERE THE DETECTOR'S ALARM INDICATOR IS NOT READILY VISIBLE TO RESPONDING PERSONNEL,
AN LED SHALL BE PROVIDED THROUGH THE CEILING LEVEL OR SIGHT OBSTRUCTION AT EACH
DETECTOR. ALL DETECTION DEVICES PROVIDED SHALL BE MONITORED FOR INTEGRITY BY THE FIRE
ALARM SYSTEM WHERE A FIRE
ALARM IS INSTALLED.

FIRE SAFETY DURING CONSTRUCTION, ALTERATION OR DEMOLITION OF A BUILDING

1. DURING CONSTRUCTION, YOU MUST PROVIDE AND MAINTAIN AN ALL WEATHER ROAD DESIGNED
TO
SUPPORT THE IMPOSED LOAD OF FIRE APPARATUS WEIGHING UP TO 85,000 POUNDS. SITES SHALL
HAVE
TWO POINTS OF ACCESS OR AS INDICATED AT PLAN REVIEW OR BY THE FIRE INSPECTOR. UNPAVED
SURFACES SHALL HAVE A MINIMUM ABC 6" DEPTH COMPACTION TO 95% AND 20' WIDE. NO
VEHICLE PARKING OR BUILDING MATERIAL OFF-LOADING ALLOWED ON THE EMERGENCY ACCESS
ROAD. FIRE LANE SIGNS ARE REQUIRED TO BE POSTED ALONG THE ROAD.

2. A SIGN SHALL BE POSTED AT THE MAIN STREET ENTRANCE INDICATING EMERGENCY VEHICLE
ENTRANCE, THE PROJECT NAME, THE PROJECT ADDRESS, AND AN EMERGENCY CONTACT NUMBER
OF A
COMPANY REPRESENTATIVE. THE SIGN SHALL BE A MINIMUM OF 24" HIGH X 36" WIDE WITH WHITE
REFLECTIVE BACKGROUND AND 3" RED REFLECTIVE LETTERS. IN ADDITION ALL OFF-SITE WORK
SHALL HAVE A SIGN POSTED AT THE MAIN STREET ENTRANCE THAT IS REFLECTIVE OF THE
GEOGRAPHICAL LOCATION TO THE PROJECT. THE SIGN SHALL INCLUDE THE PROJECT NAME
FOLLOWED BY THE CAPTION "OFF SITE" AND THE GEOGRAPHICAL LOCATION.

EXAMPLE:                              GILBERT GATEWAY
                                                  238 N. GILBERT RD.
                                                           OFF SITE
                                                                N.E.

3. ALL SITE HYDRANTS SHALL BE INSTALLED AND ACCEPTED BY THE TOWN ENGINEERING
DEPARTMENT PRIOR TO COMBUSTIBLE MATERIALS BEING DELIVERED TO THE CONSTRUCTION SITE.

4. TEMPORARY, DEAD END FIRE APPARATUS ACCESS ROADS IN EXCESS OF 150 FEET IN LENGTH
SHALL
BE PROVIDED WITH AN APPROVED MEANS FOR TURNING THE APPARATUS AROUND.

5. FIRE HYDRANTS PROVIDED DURING CONSTRUCTION SHALL BE LOCATED ALONG THE FIRE
APPARATUS ACCESS ROADWAY.

6. FIRE HYDRANTS PROVIDED DURING CONSTRUCTION SHALL BE PROTECTED FROM VEHICULAR
DAMAGE.

LANDSCAPE/IRRIGATION NOTE:

TRAFFIC CONTROL PLAN NOTE:

WATER & SEWER MAIN CONSTRUCTION NOTE:

CONCRETE NOTES

PAVING NOTES

NOTE
CONTRACTOR SHALL SUBMIT AN APPROVED ASPHALT MIX DESIGN FROM THE EAST
VALLEY ASPHALT COMMITTEE.

NOTE
"BEFORE THE TOWN OF GILBERT WILL ACCEPT AN INSTALLED BACKFLOW DEVICE FOR
APPROVAL, THE FOLLOWING MUST BE ACCOMPLISHED.  THE DEVICE MUST BE TESTED
BY A STATE CERTIFIED BACKFLOW TESTER AND TEST RESULTS FORWARDED TO THE
TOWN OF GILBERT BACKFLOW SPECIALIST.  THE TOWN WILL PROVIDE AN UP-TO-DATE
LIST OF CERTIFIED TESTERS FROM WHICH TO BE SELECTED.  TESTER FEES WILL BE AT
THE EXPENSE OF THE INSTALLER."

SEWER NOTES

NOTE

WATER NOTES

¾

PAVING NOTES

GRADING AND DRAINAGE NOTES

1.  ALL RETENTION BASINS MUST DRAIN ANY STORM EVENT UP TO AND IN-
     CLUDING THE 50-YEAR STORM WITHIN 36 HOURS.  OWNER(S) OF ANY BASIN
     FAILING TO MEET THIS REQUIREMENT MUST STAKE CORRECTIVE ACTION TO
     BRING THE BASIN INTO COMPLIANCE.

2.  ALL DRYWELLS SHOWN ON THE PROJECT SHALL BE MAINTAINED BY THE
     OWNERS AND ARE TO BE REPLACED BY THE OWNER WHEN THEY CEASE TO
     DRAIN THE SURFACE WATER IN A 36-HOUR PERIOD.  REGULAR MAINTENANCE
     OF THE DRYWELL SILTING CHAMBER IS REQUIRED TO ACHIEVE THE BEST
     OPERATION OF THE DRYWELL.
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1. REMOVE ASPHALT AS SHOWN AND REPLACE TO MATCH PERIMETER CONDITIONS AND THE BUILDING LIMITS.
2. TIE NEW 1” WATERLINE TO EXISTING 1.5” SERVICE.
3. INSTALL NEW 1” WATERLINE TO BUILDING SERVICE ENTRANCE.

4. TIE NEW 4” SEWER TO EXISTING SEWER AT CLEANOUT.
5. INSTALL NEW 4” SEWER AS SHOWN TO BUILDING SERVICE ENTRANCE.
6. TIE NEW 6” FIRELINE TO EXISTING PRIVATE 6” FIRELINE.

7. INSTALL NEW 6” FIRELINE TO BUILDING FIRE RISER LOCATION.
8. REMOVE AND REPLACE ASPHALT FOR UTILITY TRENCHING AS SHOWN.
9. INSTALL NEW 8” FIRELINE TO BUILDING FIRE RISER LOCATION.
10. INSTALL 8"X6" TEE

11. INSTALL 8" T.S.V.B&C.

12. INSTALL 8" DOUBLE CHECK VALVE BFP

CONCEPT GRADING AND UTILITY CONSTRUCTION NOTES







DR18-165 Recker Road Self Storage Addition
Attachment 5: Building Elevations
March 6, 2019





DR18-165 Recker Road Self Storage Addition
Attachment 6: Floor Plan
March 6, 2019


